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THIS FILTER OPERATES UNDER HIGH PRESSURE. WHEN ANY PART OF THE CIRCULATING SYSTEM (e.g.,
LOCK RING, PUMP, FILTER, VALVES, ETC.) IS SERVICED, AIR CAN ENTER THE SYSTEM AND BECOME
PRESSURIZED. PRESSURIZED AIR CAN CAUSE THE LID TO BE BLOWN OFF WHICH CAN RESULT IN SEVERE
INJURY, DEATH, OR PROPERTY DAMAGE. TO AVOID THIS POTENTIAL HAZARD, FOLLOW THESE
INSTRUCTIONS.

1. BEFORE REPOSITIONING VALVES AND BEFORE BEGINNING THE ASSEMBLY, DISASSEMBLY, OR
ADJUSTMENT OF THE LOCK RING OR ANY OTHER SERVICE OF THE CIRCULATING SYSTEM: (A) TURN
THE PUMP OFF AND SHUT OFF ANY AUTOMATIC CONTROLS TO ENSURE THE SYSTEM IS  NOT
INADVERTENTLY STARTED DURING THE SERVICING; (B) OPEN AIR RELIEF VALVE; (C) WAIT UNTIL ALL
PRESSURE IS RELIEVED.

2. WHENEVER INSTALLING THE FILTER LOCK RING FOLLOW THE CLEANING FILTER INSTRUCTIONS
EXACTLY.

3. ONCE SERVICE ON THE CIRCULATING SYSTEM IS COMPLETE FOLLOW INITIAL START SYSTEM
RESTART INSTRUCTIONS EXACTLY.

4. MAINTAIN CIRCULATION SYSTEM PROPERLY. REPLACE WORN OR DAMAGED PARTS IMMEDIATELY
(e.g., lock ring, pressure gauge, relief valve, o-rings, etc.).

5. BE SURE THAT THE FILTER IS PROPERLY MOUNTED AND POSITIONED ACCORDING TO INSTRUCTIONS
PROVIDED.

WARNING

Chlorinator Plumbing Adapter Installation Instructions
for Clean & Clear/Warrior Aboveground Systems

Pentair Pool Products.
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From Filter
Outlet

To Chlorinator
Inlet

Item No. Part No. Description

1 56409100 Adapter Sub-assembly

2 071426 O-ring

3 79304700 Chlorinator Adapter

Replacement Parts

Installation:

1. Make sure O-ring supplied with system is in
place in filter outlet port.

2. Screw adapter subassembly into filter outlet
port.  DO NOT tighten!

3. Screw chlorinator adapter into chlorinator.
Use either Teflon tape or paste to ensure
proper seal.

4. Place provided O-ring into swivel
connection on adapter subassembly.

5. Line up chlorinator adapter with adapter
subassembly attached to filter.  Depending
on the brand, the chlorinator may sit slightly
offset to the filter.

6. Tighten swivel nut onto chlorinator adapter.

7. Tighten filter outlet fitting.

IMPORTANT SAFETY INSTRUCTIONS
READ AND FOLLOW ALL INSTRUCTIONS

SAVE THESE INSTRUCTIONS


