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HOT WATER STORAGE TANKS
ASME CODE

CUSTOM
115 TO 2590 GALLONS

For larger tanks contact factory

FEATURES
•    125 PSI pressure rating (Standard)

   150 PSI pressure rating available
•     Vertical (150 PSI  optional)  or horizontal
•    Manhole
•    Angle iron legs on vertical tanks
•    Saddles available on horizontal tanks
•    Available openings in:
        Threaded
        Flanged
       Stainless steel
•    Optional double glass lining
•     Available linings:
      Glass
      Epoxy
       Cement
•    National Board stamped
•    Magnesium anodes (Glass lined tanks only)
•    Lifting lugs

Horizontal tank

Vertical tank

FOR STOCK ASME CODE TANKS SEE CATALOG NO.
4000.20.1    80-115 GALLONS
4000.21       175 GALLONS
4000.10        235-534 GALLONS



RAYPAK, INC.   2151 Eastman Avenue, Oxnard, CA 93030 (805) 278-5300 FAX (800) 872-9725                    Litho in U.S.A.

Raypak, Inc. reserves the right to make product changes or improvements at any time without notice.

Custom ASME Code Tanks (115 to 2590 Gallons)

STANDARD FEATURES
• 125 PSI
• Manhole
• National Board stamped
• Lifting lugs

• Red primer coating
• Magnesium Anodes
  (glass lined)
• Angle iron legs (vertical)

Notes:
1. ASME code certificate may be requested with order.
2. Anodes cannot be installed in epoxy- or cement-lined tanks.
Optional:
1.  150 PSI
2.  Saddles mounted or shipped loose on horizontal tanks.

Notes:
  1.    4" NPT fittings are not available on glass-lined
         and 150 PSI tanks.  Flanges are required.
  2.    Stainless steel fittings are recommended on cement tanks.


