
PVC, CPVC & PP Needle Valves
•  Chemical & Corrosion Resistant PVC, CPVC or PP Construction 
•  Precision Metering Chamber 
•  Globe & Angle Body Confi gurations 
•  Removable Bonnet For Easy Disassembly & Cleaning 
•  Solid PTFE Stem Seal - No Elastomer Seal or Lubricants Used 
•  Built-in Panel or Bracket Mounting Nut 
•  Easy-Grip Polypropylene Handle 
•  PVC & CPVC Pressure Rated to 235 psi @ 73°F Polypropylene 

Pressure Rated to 150 psi @ 73°F 

EXPANDED VALVE LINE
V-2-0705

PVC & CPVC Plug Gate Valves
• Chemical & Corrosion Resistant PVC or CPVC Construction 

with Polypropylene Bonnet – PP Wedge on PVC Valves and 
CPVC Wedge on CPVC Valves 

• Non-Rising Stem with Patented Strain-Equalizing Threads 
• High-Impact Polypropylene Hand Wheel 
• Fully Serviceable In-line with Repair Kits or Full Internal 

Replacement Cartridges 
•  Buna-N, EPDM or Viton® O-ring Seals 
•  Sizes 1/2” – 2” Pressure Rated to 235 psi @ 73°F Flanged to 

150 psi @ 73°F 
•  Suitable for Vacuum Service 
• Assembled with Silicone- Free, Water Soluble Lubricants

PVC Gray, Clear & CPVC
Y-Pattern Valves 
• Chemical & Corrosion Resistant PVC Gray, PVC 

Clear or CPVC Construction 
•  Buttress Thread Bonnet 
•  Fully Serviceable, Replaceable Components 
•  Standard O-ring Seal Seating Disc & Seals 
•  EPDM or Viton® O-rings 
•  High Impact Polypropylene Handle 
•  Assembled with Silicone-Free, Water Soluble 

Lubricants 
•  Sizes 1/2” - 2” Pressure Rated to 150 psi @ 73°F
 Sizes 3” - 4” Pressure Rated to 90 psi @ 73°F
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PROGRESSIVE PRODUCTS FROM 
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PVC & CPVC Globe Valves 
•  Excellent Throttling Characteristics 
•  Chemical & Corrosion Resistant PVC or CPVC Construction – No 

Wetted Metal Parts 
•  Fully Serviceable In-line with Factory Assembled Internal Repair Kit 
•  EPDM or Viton® Seat & Seals 
•  Sizes 2-1/2” – 6” Pressure Rated to 150 psi @ 73°F 
•  Suitable for Vacuum Service 
•  Assembled with Silicone-Free, Water Soluble Lubricants

PVC & CPVC Suction Strainers
•  Chemical & Corrosion Resistant PVC Construction 
•  Bolt-on Bonnet with Top Sight Glass, Standard 
•  Stainless Steel Strainer Basket with 3/16” Perforation, Standard 
•  Bottom-Drained Internal Strainer Basket for Direct Flushing 
•  360° Adjustable Side Mounted Flush-Discharge Valve Assembly 
•  EPDM Seals Standard 
•  Pressure rated to 50 psi @ 73°F 
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