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D A N G E R!

HOT

Water temperature over 125°F can
cause severe burns instantly or
death from scalds.
Children, disabled and elderly are
at highest risk of being scalded.
See instruction manual before
setting temperature at water
heater.
Feel water before bathing or
showering.
Temperature limiting valves are
available, see manual.
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LATITUDE 25°N 30°N 35°N 40°N 45°N 50°N
COLL. TILT 35° 40° 45° 50° 55° 60°

A B A B A B A B A B A B
FLAT 29 96 33 113 37 145 41 145 44 145 48 145

5° 1/12 25 83 29 93 33 113 37 132 41 133 44 141
9° 2/12 22 74 26 82 30 77 34 110 38 115 41 118

14° 3/12 17 66 22 72 26 82 30 92 34 95 38 98
18° 4/12 14 61 18 66 22 74 26 82 30 85 34 87

ROOF 23° 5/12 10 58 14 60 18 66 22 72 26 74 30 77
PITCH 27° 6/12 7 58 11 58 15 61 19 66 23 68 27 70

30° 7/12 4 58 8 58 13 58 17 62 21 65 25 66
34° 8/12 0 58 5 58 9 58 13 58 17 60 22 62
37° 9/12 0 58 3 58 7 58 11 58 15 58 19 58
40° 10/12 0 58 0 58 4 58 8 58 13 58 17 58
43° 11/12 0 58 0 58 2 58 6 58 10 58 14 58
45° 12/12 0 58 0 58 0 58 4 58 8 58 13 58

DIMENSIONS A AND B ARE DESIGNATED IN INCHES

TABLE 1













collector in the summer months or under stagna-
tion conditions can melt this type of material.  
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COLLECTOR PLUMBING - VERTICAL MOUNT
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Figure 18

Figure 18a
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Temperature F For Freeze Protection For Burst Protection

20 18% 12%
10 29 20

0 36 24
-10 42 28
-20 46 30
-30 50 33
-40 54 35
-50 57 35
-60 60 35

Table 5

Total Collector Loop Fluid Capacity In Gallons*

1 Collector System 4 Gallons

2 Collector System 5 Gallons
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NOTE:
WHEN TWO COLLECTORS ARE REQUIRED,
PLUMB IN PARALLEL




